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■ FEATURES
• Temperature range -40 °C to 85 °C
• Usable in high duty cycles with higher currents
• Optimized bottom side cooling by achieving plain bottom surface
• Self-healing PP dielectric
• Very low inductance

■ APPLICATIONS
• High power
• Medium-high frequency
• Power electronics

■ GENERAL SPECIFICATIONS
Items Characteristics
Capacitance range 20 µF … 830 µF
Rated voltage DC 600 Vdc ... 1900 Vdc
Available tolerance ± 5 % (J)  ± 10 % (K)
Rated RMS current @ 30 °C max. 100 Arms
Operating temperature range -40 °C … +85 °C
Climatic category DIN IEC 68/1 40/85/21
Terminals M6 female or M8 male, others on request
Inductance <10,5 nH

RoHS    compliant
REACH compliant

COAX CAP

CoaxCap

Different terminals, voltages and capacitance combinations are available on request. Also in small lots.
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■ ELECTRICAL DATA FOR SERIES COAX CAP

CoaxCap
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600

200 100 40 1 18 100 3,7 36 4,5 350 CX200µ600d40…
300 100 51 1 13 100 3,9 54 4 410 CX300µ600d51…
400 100 64 1 9,4 100 3,7 72 3,5 480 CX400µ600d64…
600 100 76 1,2 7,2 100 4,3 108 3 560 CX600µ600d76…
830 100 100 1,4 5,2 100 4,3 149 2,5 740 CX830µ600d100…

700

150 100 40 1 22 100 3,4 37 4,5 350 CX150µ700d40…
220 100 51 1 15 100 3,3 54 4 410 CX220µ700d51…
300 100 64 1 11 100 3,3 74 3,5 480 CX300µ700d64…
425 100 76 1,2 8,5 100 3,6 104 3 560 CX425µ700d76…
600 100 1,6 6,1 100 100 3,7 174 2,5 740 CX600µ700d100…

800

130 100 40 1 24 100 3,2 42 4,5 350 CX130µ800d40…
180 100 51 1 17 100 3,1 58 4 410 CX180µ800d51…
260 100 64 1 12 100 3,2 83 3,5 480 CX260µ800d64…
340 100 76 1,4 9,7 100 3,3 109 3 560 CX340µ800d76…
460 100 100 1,8 7 100 3,2 1471 2,5 740 CX460µ800d100…

900

100 115 40 1 26 100 2,6 41 4,5 350 CX100µ900d40…
150 115 51 1 20 100 2,9 61 4 410 CX150µ900d51…
200 115 64 1 13 100 2,6 81 3,5 480 CX200µ900d64…
260 115 76 1,5 11 100 2,8 105 3 560 CX260µ900d76…
370 115 100 1,9 7,8 100 2,9 150 2,5 740 CX370µ900d100…

1000

85 125 40 1 31 100 2,7 43 4,5 350 CX85µ1000d40…
120 125 51 1,2 22 98 2,6 60 4 410 CX120µ1000d51…
170 125 64 1,5 16 93 2,7 85 3,5 480 CX170µ1000d64…
210 125 76 1,7 12 100 2,5 105 3 560 CX210µ1000d76…
300 125 100 2,1 8,7 100 2,6 150 2,5 740 CX300µ1000d100…

1100

65 200 40 1 34 97 2,2 39 4,5 350 CX65µ1100d40…
100 200 51 1,2 23 93 2,3 61 4 410 CX100µ1100d51…
140 200 64 1,5 17 87 2,3 85 3,5 480 CX140µ1100d64…
175 150 76 2 13 100 2,4 106 3 560 CX175µ1100d76…
240 150 100 2,8 9,7 99 2,3 145 2,5 740 CX240µ1100d100…

1200

55 200 40 1,6 39 95 2,1 40 4,5 350 CX55µ1200d40…
85 200 51 2 26 91 2,2 61 4 410 CX85µ1200d51…
115 200 64 2,5 19 84 2,1 83 3,5 480 CX115µ1200d64…
150 200 76 2,4 15 88 2,2 108 3 560 CX150µ1200d76…
200 200 100 3,4 11 83 2,1 144 2,5 740 CX200µ1200d100…

1400

40 200 40 2 45 88 1,8 39 4,5 350 CX40µ1400d40…
60 200 51 2,5 30 83 1,8 59 4 410 CX60µ1400d51…
85 200 64 3 22 78 1,9 83 3,5 480 CX85µ1400d64…
110 200 76 2,8 17 82 1,9 108 3 560 CX110µ140076…
150 200 100 3,8 12 78 1,9 147 2,5 740 CX150µ1400d100…

1900

20 200 40 2,8 61 72 1,2 36 4,5 350 CX20µ1900d40…
32 200 51 3,3 41 70 1,3 58 4 410 CX32µ1900d51…
45 200 64 4 30 66 1,3 81 3,5 480 CX45µ1900d64…
55 200 76 4 24 69 1,3 99 3 560 CX55µ1900d76…
80 200 100 5,1 17 67 1,4 144 2,5 740 CX80µ1900d100…



FISCHER & TAUSCHE CAPACITORS
Carl-Benz-Straße 1  -  D-25813 Husum, Germany

Tel. +49 48 41 89 57 0
Fax +49 48 41 89 57 45

www.ftcap.de
info@ftcap.de

FISCHER & TAUSCHE CAPACITORS // Film Capacitors

101,0 ± 0,5

45
,0 

± 0
,4

85,0 - 1

5,
5 

± 
0,

2

5,
0 

±
0,

5
20

,0
6,

0 
±

0,
5

M 816,0 ± 0,2

H
± 

0,
5

5,
0 

± 
0,

5
6,

0 
± 

0,
5

F6

16,0 ± 0,2

H
± 

0,
5

male female

■ EXAMPLE OF DRAWINGS FOR SERIES COAX CAP

Mixed high terminals are possible for easy busbar assembly

CoaxCap




